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Features  
• Input voltage: 220–240 V AC, 50/60 Hz 
• Input voltage range: 198–264 V AC 
• Electrical protection class 1 
• IP: 54 
• IK: 10 / 20 joules 
• Incandescent wire test 850° / 30 s 
• Rated ambient operating temperature: 25 °C 
• Operating temperature range : -20 °C … +35 °C 
• VK22 
• CRI: 80 
• SDCM (Standard Deviation Colour Matching): 5 
• Photobiological hazard: RG0  
• Maintenance lumen: L70B50 / 50,000 hours 
• 3-year guarantee, details of conditions available on securlite.com 

Applications  
• Architectural LED bollard, subject to moderate vandalism 
• Installation positions: refer to installation instructions  

Materials  
• Body and head in aluminium treated against corrosion 
• Clear polycarbonate diffuser  
• Acrylic reflector  
• RoHS: the products contain no prohibited substances as defined in the European Directive 2011/65/UE and 

amendments 

Colours / Finish 
• Colour: matt black RAL 9005 

Wiring  
• Supply terminal block: screw terminal, for 2.5 mm² conductors 

Fixings  
• Hexagon socket screws 

Facilities available  
(must be ordered separately)  
• Standard anchoring: code: 98850001 
• Reinforced anchoring for embedding into concrete: code: 98850002 (VK25) 

DECADE 

https://eur02.safelinks.protection.outlook.com/?url=https%3A%2F%2Fsecurlite.com%2F&data=05%7C02%7Cd.illand%40securlite.com%7C47129fb619f44af40bde08dc022f9798%7C2e65f1de45924c679d77062694f17f70%7C0%7C0%7C638387650625748206%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C3000%7C%7C%7C&sdata=8NDyWWwP0TRlBuU3nf3r%2BnMgamtM2jLZY%2B3V5nXFPSQ%3D&reserved=0


  
Technical data sheet 

DECADE - FT0217 

 
Technical and dimensional data are given for information only and may be modified at any time without notice. Please enquire before ordering.  
 
 05/01/2024 
 
Securlite – Z.I. des Ajeux – 72400 La Ferté-Bernard – France – Phone: +33 2 43 60 40 00 – Fax: +33 2 43 60 40 09 – www.securlite.com 

 

 
 

Approvals 
Certificates available:  
• CE certificate (as per EN60598-1 / 2-1)  
• Incandescent Wire Test certificate (depending on product) 

Dimensions 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Technical data and order codes 
 

 
o Standard anchoring : 98850001 

 
o Reinforced anchoring for embedding into concrete : 98850002 (VK25) 

 

• Operating instruction : www.securlite.com (NOT0725) 
 

DECADE LED bollard (no anchoring) 

Designation CCT 
(K) 

Power 
(W) 

Power in 
stand-by (W) 

Luminaire 
Output 
 (lm) 

Luminaire  
Efficacy 
(lm/W) 

Height (mm) Code 

Decade 3000 28 - 1100 39,3 1100 85002300 

https://www.securlite.com/
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